
STATE   Alaska CITY  Gulkana AIRPORT   Gulkana  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES Existing SOIL Subbase Base Surface Pavement

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 
AGENCY

SOURCE OF 
INFORMATION

Pavement Conditions 
(PCI) on last 
inspection

CLASS Course Course Course Overlay Strength

RUNWAYS  
6100-01 Runway 32R-14L 1992 AK DOT & PF 60 AC no data
6100-02 Runway 32L-14R 1980 AK DOT & PF 77 AC (N. end)

TAXIWAYS
200-01 Taxiway B, west end 1980 AK DOT & PF 35 AC
200-02 Taxiway B, east end 1993 AK DOT & PF 45 AC
300-01 Taxiway C 1992 AK DOT & PF 69 AC

APRONS
4100-01 Apron 1975 AK DOT & PF 34 AC
4100-02 Apron 1975 AK DOT & PF 29 AC
4100-03 Apron 1975 AK DOT & PF 55 AC
4100-04 Apron 1975 AK DOT & PF 51 AC
4100-05 Apron 1975 AK DOT & PF 56 AC
4200-01 Medivac 1975 AK DOT & PF 36 AC

REMARKS:
Age of aprons are estimated
Runway 32L-14R is gravel surfaced with a short paved approach from Taxiway B (Section 200-01).
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